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-THE NEW GENERATION - of selective soldering machines

All our machines are designed to meet the needs of lean manufacturing in combination with 

flexibility and through put at minimal cost.

The new generation of selective soldering machine is PC controlled, through InterSoft a 

Windows based software. Our  revolutionary Inter-PhotoScan offline programming system is 

also a Windows based ñPoint and Clickò PCB image package. Thatôs allows the operator to 

complete a program in a matter of minutes instead of a matter of hours. 

This entry levels machines are newly designed with help of our more than 10 years experience of 

manufacture of selective soldering machines. All machines are equipped with our inert hot 

Nitrogen atmosphere for the soldering process and to assist the prevention of oxidation. 

Each solder pot has this inert atmosphere and we can use up to 2 ports in one machine. The 

travelling X, Y, Z axis system pick up the pots automatically. This function you can use for 

different alloys and/or for different nozzle diameters. 

These machines can be equipped with a unique designed preheating system for top and bottom 

side heater controlled by a pyrometer. 

At least all process parameters are controlled and monitoring for data take over. 

easy maintenance

user-friendly



InterSelect Batch System
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ISðB-510 single

Economical, low to medium volume, batch

automatic selective soldering systems for boards 

up to 20ò x 20ò (510 mm x 510 mm) one solder pot

Economical, low to medium volume, batch automatic 

selective soldering systems for boards up to 20ò x 20ò 

(510 mm x 510 mm) retrofit to an In ïLine machine 

and with automatic solder pot changer for different 

alloys or different nozzles

ISðB-510 double

Max board size:

Machine dimension:

20ò x 20ò (510 x 510 mm) 

1130x1550x1400 cm

Min. Neighbor Component Clearance: 0.06ò - 0.12ò (1.5 - 3 mm) 

Preheater: Bottom: 1.5 - 5.5 KW Top 1,5 - 5.5 KW 

Solder Capacity: 22  lbs (12 kg) each pot 

Pressure (Nitrogen): 60 - 90 psi (4 - 6 bar) 

Flux System: micro drop jet maintenance free

Lead-Free Titanium Pot and Pump: Suitable for all alloys 

ÅEconomical automatic batch selective soldering system extendable for in ïline production 

ÅAutomatic solder pot changer for different alloys or different nozzles up to 2 pots (IS-B-510 double)

ÅSolder wave height measurement and correction

ÅAutomatic solder wire feeder and level control

ÅFiducial recognition and correction

ÅStraighten control of the PCB 

ÅCamera module with monitor for process control

ÅPC Intel Celeron and 19ò screen

ÅTop and bottom side preheating in different zones pyrometer controlled

ÅRevolutionary IS-PhotoScan Software offline programming system

ÅYou can complete a program in a matter of minutes instead of a matter of hours

ÅImproving your 1st Pass Yields dramatically

ÅProduces IPC-A-610D conforming solder joints

ÅRequire practically no maintenance

ÅTraceability and more

ÅEasy to use

ÅDouble throughput with Smart Dual Nozzle Technology (IS-B-510 double)



InterSelect Inline System

ISðI-510 standard

Economical, low to medium volume, 

In ïLine automatic selective soldering

systems for boards up to 20ò x 20ò 

(510 mm x 510 mm).

Economical, low to medium volume, 

In ïLine automatic selective soldering 

systems for boards up to 20ò x 20ò 

(510 mm x 510 mm) with automatic 

solder pot changer for different alloys or 

different nozzles

ISðI-510 double

Max board size:

Machine dimension:

20ò x 20ò (510 x 510 mm) 

1130x1550x1400 cm

Min. Neighbor Component Clearance: 0.06ò - 0.12ò (1.5 - 3 mm) 

Preheater: Bottom: 1.5 - 5.5 KW Top 1,5 - 5.5 KW 

Solder Capacity: 22  lbs (12 kg) each pot 

Pressure (Nitrogen): 60 - 90 psi (4 - 6 bar) 

Flux System: micro drop jet maintenance free

Lead-Free Titanium Pot and Pump: Suitable for all alloys 

ÅEconomical automatic batch selective soldering system expandable for in ïline production 

ÅAutomatic solder pot changer for different alloys or different nozzles up to 2 pots 

(IS-I-510 double)

ÅSolder wave height measurement and correction

ÅAutomatic solder wire feeder and level control

ÅFiducial recognition and correction

ÅStraighten control of the PCB 

ÅCamera module with monitor for process control

ÅPC Intel Celeron and 19ò screen

ÅTop and bottom side preheating in different zones pyrometer controlled

ÅRevolutionary IS-PhotoScan Software offline programming system

ÅYou can complete a program in a matter of minutes instead of a matter of hours

ÅImproving your 1st Pass Yields dramatically

ÅProduces IPC-A-610D conforming solder joints

ÅRequire practically no maintenance

ÅTraceability and more

ÅEasy to use

ÅDouble throughput with Smart Dual Nozzle Technology (IS-I-510 double)



InterSelect Nitrogen Generator

ISïD-Nitrogen

Perfected N² technology for permanent

operation with your selective soldering 

machine up to 5 m³/hour and 99.99% 

purity.

Perfected N² technology for 

permanent operation with your 

selective soldering machine up to 

2.5 m³/hour and 99.99% purity.

IS-S-Nitrogen

Permanent provisioning with N²

The super pure and even ultra pure nitrogen quality distinguishes these InterSelect 

nitrogen generators in the PSA range.

The nitrogen generators produce nitrogen from compressed air available on-site or supplied

by specific dedicated air compressor. The air is first cleaned by preliminary filtration which 

eliminates impurities such as humidity, oil vapours, particles and hydrocarbon. The filtrated 

compressed air flow is then subsequently fed into the CMS filter being kept in filter mode. 

During its passage though the filter, oxygen- and carbon dioxide molecules are eliminated 

from the air and the pressure dew point is lowered. As a result is created a clean, dry flow 

of high purity nitrogen gas which is appropriate to be used in various application areas.

Options: alert function, analyser units, operation-hour counter, booster for pressure up to 

300 bar, touch-screen, SMS-short-message ïsystem, flow meter, special voltage design.

All our PN-plants will be delivered with Touch panel and USB-port.

By comparison to conventional gas steel cylinders, bundles or tank installations

the user holds following benefits:

Å constant high quality of nitrogen

Å assured availability

Å low installation and running costs

Å no handling costs and no safety hazard as for cylinders or gas bundles 

Cost savings of up to 80% compared to conventional nitrogen gas cylinders are feasible.
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Benchmark

o includedo option

IS-B-Single IS-B-double IS-I-Standart IS-I-double
Batch x x
Inline upgrade upgrade x x

pcbsize(mm) 510 x 510 510x 510 510 x 510 510 x 510 

Maschine size
length 1000 mm 1600 mm 1600 mm 1600 mm
wide 1130 mm 1130 mm 1130 mm 1130 mm

height 1400 mm 1400 mm 1400 mm 1400 mm

surveillance
nitrogen O O O O
press air O O O O
exhaust O O O O
solderpot temp. min. max° O O O O
Preheattemp. min. max.° O O O O
flux level O O O O

solderlevel O O O O

Options
coveredwith Nitrogen O O O O
Manual PCB Handling O O O O
PC and  TFT O O O O
Traceability O O O O
Offline Programming O O O O
SMEMA Connection O O O O
Twopotsdifferent alloys O O O O
Processmonitoringcamera O O O O
Fiducial Correction O O O O
Automatic warpage O O O O
Automatic PCB Handling O O O O
Temp. controll top side PCB O O O O
Preheatbottom sidesmall O O O O
Preheat bottom side large 5,5 KW O O O O

Preheat top side 5,5 KW O O O O

N2 Generator ISςS-Nitrogen ISςD-Nitrogen ISςS-Nitrogen ISςD-Nitrogen
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